
  Warning: genuine Weber-stephen replacement parts must be used for any repair or replacement. 
your actions, if you fail to folloW this product Warning, may cause a structural failure, or fire 
resulting in serious personal injury or damage to property.

(Will void all Warranty protection)

 important note: before performing any Work make sure the barbecue is cold and all charcoal 
residue is removed from the kettle boWl area. 

LID HanDLe / BOWL HanDLe 
repLacement InstructIOns

 note: the grills illustrated may have slight differences than the model purchased. DE56164_KeETTLE  01/06/12

LID HanDLe repLacement BOWL HanDLe repLacement

 1  LID HanDLe remOVaL / InstaLLatIOn

GrillS WitH Handle SHieldS:

- 7/16"



Contact the Customer Service Representative in your area using the contact information on our website. 

  Warning: make sure that all parts are assembled and hardware is fully tightened before operating the charcoal 
grill. your actions, if you fail to follow this product Warning, may cause a fire, or structural failure resulting in 
serious personal injury or damage to property.

 2  BOWL HanDLe remOVaL / InstaLLatIOn

 note: the grills illustrated may have slight differences than the model purchased.

Weber-stephen products llc
customer service center

1890 roselle road, suite 308
schaumburg, il 60195

1-800-446-1071 (usa only)
www.weber.com®


