
BACK PANEL / BOTTOM PANEL
REPLACEMENT INSTRUCTIONS

A) For Grill Stability: Replace the two top screws from the rear panel into the 
top support bar on the cabinet assembly.

B) If your grill has an LP Cylinder: Disconnect propane tank and remove 
from cabinet (not pictured).

C) Remove the grease tray and catch-pan from the cabinet of the grill.
D) Remove any additional components from inside of the cabinet.
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NOTE: Grills illustrated may have slight 

differences than model purchased.

REAR PANEL 
REPLACEMENT

BOTTOM PANEL 
REPLACEMENT

THIS PROCEDURE SHOULD ONLY BE PERFORMED BY AN AUTHORIzED  
WEBER-STEPHEN PRODUCTS LLC SERVICE TECHNICIAN

 WARNINg: gENUINE WEBER-STEPHEN REPLACEMENT PARTS MUST BE USED FOR ANY REPAIR OR REPLACEMENT. 
YOUR ACTIONS, IF YOU FAIL TO FOLLOW THIS PRODUCT WARNINg, MAY CAUSE A FIRE, AN ExPLOSION, OR 
STRUCTURAL FAILURE RESULTINg IN SERIOUS PERSONAL INjURY OR DEATH AS WELL AS DAMAgE TO PROPERTY. 

(WILL vOId aLL WarraNTy PrOTECTION.)

 DANgER: BEFORE PERFORMINg ANY WORk MAkE SURE THE gAS SUPPLY IS TURNED OFF AT THE SOURCE. 
 FAILURE TO FOLLOW DANgERS, WARNINgS AND CAUTIONS CONTAINED IN THIS INSTRUCTION SHEET MAY CAUSE A 

FIRE OR AN ExPLOSION RESULTINg IN SERIOUS PERSONAL INjURY OR DEATH AS WELL AS DAMAgE TO PROPERTY.

  BEFORE STARTINg: Make sure lid 
is closed and casters are locked 
to prevent grill from moving.

 1 BACK PANEL REMOVAL / 
INSTALLATION 

TOOLS NEEDED: - 7/16" 

Back Panel removal:

A) Remove screws and washers that secure back panel to frame assembly, 
using a 7/16" wrench. 

B) Lift and pull back panel out and away from frame assembly.

Back Panel Installation: 

A) Lift and place back panel 
onto frame assembly.

B) Install screws and washers 
to secure back panel to 
frame assembly, using a 
7/16" wrench.

 2 GREASE TRAY / DRIP PAN REMOVAL



 3 BOTTOM PANEL REMOVAL AND INSTALLATION

TOOLS NEEDED: - PHILLIPS 
 - 7/16"

Catch-Pan Holder removal:

A) Remove the three (3) screws that secure the catch-pan holder 
to the grill assembly. 

B) Remove the catch-pan holder.

Bottom Panel removal:

A) Remove the bolts and washers from both sides holding on the bottom 
panel to the grill assembly. (Use a 7/16" wrench)

B)  Pull the bottom panel out by lifting one side up and tilting bottom panel up 
and out of the cabinet assembly.

 RE-ASSEMBLY NOTE: THE SIx SUPPLIED "j-HOOkS" MUST BE 
ATTACHED TO THE NEW BOTTOM PANEL BEFORE PANEL IS INSTALLED.

INSTALL NEW BOTTOM PANEL,  
THEN FOLLOW THIS REPLACEMENT SHEET 

IN REVERSE ORDER FOR gRILL RE-ASSEMBLY. 



 DANgER
Do not use an open flame to check for gas leaks. Be sure 
there are no sparks or open flames in the area while you 
check for leaks. Sparks or open flames will result in a fire or 
explosion, which can cause serious bodily injury or death 
and damage to property.

You will need: a soap and water solution and a rag or brush to apply it.

A) Mix soap and water.
B) Turn on the gas supply at the source. 
C) Check for leaks by wetting the fitting with the soap and water solution and 

watching for bubbles. If bubbles form, or if a bubble grows, there is a leak.
D) When leak checking is complete, turn gas supply off at the source and 

rinse connections with water.

Check: 

A) LP: Regulator connection (1).
B) NG: Hose to quick disconnect gas line connection (2).

 DANgER: If there is a leak at connection (1 or 2), turn off the 
gas. DO NOT OPERATE THE gRILL. Failure to follow dangers, 
warnings and cautions contained in this Instruction sheet 
may cause a fire or an explosion resulting in serious personal 
injury or death as well as damage to property. Contact the 
Customer Service Representative in your area using the 
contact information on our web site. 
Log onto www.weber.com

®

.

When leak checks are complete, turn gas supply OFF at the source and rinse 
connections with water.

  WARNINg: Make sure that all parts are assembled and hardware is fully tightened before operating the grill. Your 
actions, if you fail to follow this Product Warning, may cause a fire, an explosion, or structural failure resulting in 
serious personal injury or death as well as damage to property.

 4 CHECK FOR GAS LEAKS

 WARNINg: Make sure all control knobs are turned to the OFF position before reconnecting gas supply and 
operating grill. Your actions, if you fail to follow this Product Warning, may cause a fire, an explosion, or structural 
failure resulting in serious personal injury or death as well as damage to property.

1 2
NGLP

Gas Sources:

 PROPOSITION 65 WARNINg: HANDLINg THE BRASS MATERIAL ON THIS PRODUCT ExPOSES YOU TO LEAD, A CHEMICAL 
kNOWN TO THE STATE OF CALIFORNIA TO CAUSE CANCER, BIRTH DEFECTS OR OTHER REPRODUCTIVE HARM. 

 (WaSH HaNdS aFTEr HaNdLING THIS PrOduCT.)
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 WARNINg: All repairs to gas carrying, gas burning, igniter or structural components must be performed by an 
authorized Weber-Stephen Products LLC service technician.  

 These parts may be gas carrying, gas burning, igniter or structural components. Please contact Weber-Stephen Products LLC, Customer 
Service Department for genuine Weber-Stephen Products LLC replacement part(s) information.

  WARNINg: Do not attempt to make any repair to gas carrying, gas burning, igniter or structural components 
without contacting Weber-Stephen Products LLC, Customer Service Department. Your actions, if you fail to follow 
this Product Warning, may cause a fire, an explosion, or structural failure resulting in serious personal injury or 
death as well as damage to property.


